(Type lI-Medium)

LED Floodtlight

Ceiling mounted
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Floodlight
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Specifications
Model No. ALB_*** | **
Material Aluminium Die-cast
Power(W) 100W 125W 150W 200W 250W
Voltage Range 160V ~ 240V
Dimension(mm) L780*W340*H133
Pipe Size(mm) 65MM
Lumen efficiency >130 Lm/w
LED Qty. 144 PCS 144pcs | 192pcs | 240pcs | 288pcs
CcCT yellow color (2500 — 3500)
white color (4500 — 5500)
Ra(CRI) >75
Protection P66
Finish color Gray
Life span 50.000 hour
Beam Angle 130°,90°, 60°,TII, TII, TV

Junction temprature

From70 °Cto 85 °C

LED Chip Lighting efficiency 150-160 Im/w
Lamp Lighting efficiency >110 Im/w
Operatin temrature range -25to +55 °C
weight 8.5kg
Standards

IEC 60598 (Luminaries)- IEC 60926 (Electronics)- IEC 60926 (Electronics)
IEC 60929 (Electronics)- IEC 60529 (Protection)

Control Options

Motion sensor- Photocell sensor- 1,10V- DALI- 5G

Order GUIDE

"ALB" Stand for Alef lighting Blumaan, "***" Stand for rated power
"L" Stand for Led, "**" Stand for "S for streetlight, F for floodlight,
C for ceiling mounted"
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